











Quantachrome Instruments’ corporate headquarters in Boynton Beach, Florida.

For 40 years, Quantachrome’s scientists and
engineers have revolutionized measurement
techniques and designed instrumentation
to enable the accurate, precise, and reliable
characterization of powdered and porous
materials:

» Adsorption/Desorption Isotherms
* Surface Area Measurement
 Pore Size Distribution

e Chemisorption Studies

e Water Sorption Behavior

e Mercury Porosimetry

e True Solid Density

 Tapped Density

Not only are Quantachrome products
the instruments of choice in academia,
but the technology conceived and
developed by our expert staff is applied
in industrial laboratories worldwide,
where research and engineering of new
and improved porous materials is ongoing.
Manufacturers also rely on porous
materials characterization technology
to more precisely specify bulk materials,
to control quality, and to isolate the
source of production problems with
greater efficiency.

Quantachrome is also recognized as
an excellent resource for authoritative
analysis of your samples in our fully
equipped, state-of-the-art powder
characterization laboratory.

Our policy of continuous development may cause the information and specifications contained herein to change without notice or liability.
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Quantachrome Representative Office

M806. Jingbao Garden

183 Andingmenwai Street
Beijing 100011, China
Tel/Fax: +86 10 64400892
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Quantachrome UK Limited

Pale Lane Farm, Pale Lane
Hartley Wintney

Hook RG27 8BA, UK
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Quantachrome GmbH & Co. KG

Rudolf-Diesel Str. 12

85235 Odelzhausen, Germany
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www.quantachrome.de

Quantachrome Instruments' quality
management system is certified to be
in accordance with 1SO9001:2000.
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